
84

As Prospec Specialties’ policy is one of continual progress for the improvement of the company’s services to its customers, the company reserves the right to modify the specifications of its products without notice.As Prospec Specialties’ policy is one of continual progress for the improvement of the company’s services to its customers, the company reserves the right to modify the specifications of its products without notice.

67

As Prospec Specialties’ policy is one of continual progress for the improvement of the company’s services to its customers, the company reserves the right to modify the specifications of its products without notice.

94

'LT'  S e r i e s  -  Bridge Deck Systems
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LTS  06
LTS  10 254

Details
Usage           : Bridge Deck

Optional       : Fire Barrier

Joint width    :  1”-10”
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Features

LTS  01
LTS  02
LTS  03
LTS  04

Jonathan PC
Typewritten text
Provides smooth transition for wheeled traffic

Jonathan PC
Typewritten text
Aluminum cover designed to withstand heavytraffic

Jonathan PC
Typewritten text
Ideal for bridge/parking decks and ports

Jonathan PC
Typewritten text
Heavy duty laminated rubber joint with aluminum Cover

Jonathan PC
Typewritten text
UV stabilized

Jonathan PC
Typewritten text
Acid and Alkali resistant

Jonathan PC
Typewritten text
Resistant to high level impact and abrasion due toheavy traffic

Jonathan PC
Typewritten text
System allows minor seismic movements


